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1.0  EXECUTIVE SUMMARY                    
 
This traffic impact analysis (TIA) analyzes the projected traffic operations associated with the proposed Lake 
View Apartments located southwest of Ridgecrest Road and Chinquapin Drive in the City of Victorville. The 
purpose of this TIA is to evaluate potential circulation system deficiencies that may result from development 
of the proposed project, and to recommend improvements to achieve acceptable operations, if applicable. 
This analysis has been prepared  in coordination with  the City of Victorville via a scoping agreement  (See 
Appendix A) and is pursuant to applicable City of Victorville, County of San Bernardino and Caltrans traffic 
impact analysis guidelines. 
 
The proposed project consists of a 269‐unit apartment complex. The site is currently zoned as Multi‐Family 
Residential  (R‐3)  in  the City of Victorville General Plan Land Use. The project site  is currently vacant. The 
proposed project  land use  is permitted  in  the  zone and does not  require a  zone change or General Plan 
amendment. 
 
The proposed project is anticipated to be built and generating trips in 2021. A growth rate of 2% was used to 
account for Opening Year volumes while a growth rate of 2.5% was used for Future Year volumes. The Future 
Year growth rate was developed using the San Bernardino Transportation Analysis Model (SBTAM).  
 
The proposed project is projected to generate 178 total AM peak hour trips, 87 total PM peak hour trips and 
1,641 total daily trips.  
 
The following four (4) intersections in the vicinity of the project site have been included in the intersection 
level of service (LOS) analysis: 
 

1. Ridgecrest Rd / Bear Valley Rd 
2. Ridgecrest Rd / Green Tree Blvd (Future Intersection) 
3. Ridgecrest Rd / Project Driveway (North) 
4. Ridgecrest Rd / Project Driveway (South) 

 
The study intersections were analyzed for the following study scenarios: 
 

 Existing Conditions (Existing); 

 Existing plus Project (EP); 

 Opening Year Conditions (OYNP); 

 Opening Year plus Project (OYWP); 

 Future Year Conditions (Future Year NP); and  

 Future Year plus Project (Future Year WP). 
 

1.1 SUMMARY OF ANALYSIS RESULTS 
 
Table ES‐1 summarizes the results of the intersection level of service analysis based on the City of Victorville 
thresholds of significance for analyzing transportation impacts. 
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Table ES‐1: Summary of Significant Impacts at Study Intersections 

Intersection  EP  Opening WP  Future WP 

#1 – Ridgecrest Rd/Bear Valley Rd  Direct Cumulative Cumulative

#2 – Ridgecrest Rd/Green Tree Blvd  No Impact No Impact No Impact

#3 – Ridgecrest Rd/Project Driveway (N)  ‐‐  ‐‐ ‐‐

#4 – Ridgecrest Rd/Project Driveway (S)  ‐‐ ‐‐ ‐‐

        

According to case law such as Los Angeles Unified Sch. Dist. V City of Los Angeles (1997) 58 Cal. App. 4th 1019 
and Communities for A Better Env’t V California Resource Agency (2002) 103 Cal. App. 4th 98, a project that 
results  in  an  increase  to  an  impact  that  already  exceeds  the  established  thresholds  contributes  to  a 
cumulative  impact as opposed to a direct  impact. Therefore, as  shown  in Table ES‐1 all  impacts at study 
intersections in the Opening and Future Year scenarios are projected to be cumulative impacts. 
 
The proposed project will  participate  in  the  cost of off‐site  improvements  through payments  to  the City 
and/or  County  adopted  traffic  impact  fee  program.  The  project’s  contribution  to  the  aforementioned 
transportation  improvement  funding mechanisms  or  as  a  fair  share  contribution  towards  a  cumulatively 
impacted  facility  should  be  considered  sufficient  to  address  the  project’s  fair  share  towards  mitigation 
measure(s) designed to alleviate cumulative project impacts. 
 
Existing Conditions 
 
The study intersections are currently not operating at an acceptable LOS during the AM and PM peak hours 

for existing conditions. 

 

Existing Plus Project (EP) Conditions 

 

The study intersections are projected to operate at an acceptable LOS during the AM and PM peak hours for 

EP conditions with the exception of the following intersection: 

 

 #1 – Ridgecrest Rd/Bear Valley Rd (LOS E and LOS F in the AM and PM Peak Hour). 

 
Opening Year (OYNP) Conditions 
 
The study intersections are projected to operate at an acceptable LOS during the AM and PM peak hours for 

OYNP conditions with the exception of the following intersection: 

 

 #1 – Ridgecrest Rd/Bear Valley Rd (LOS F in the AM and PM Peak Hour). 

 

Opening Year Plus Project (OYWP) Conditions 
 
The study intersections are projected to operate at an acceptable LOS during the AM and PM peak hours for 

OYWP conditions with the exception of the following intersection: 
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 #1 – Ridgecrest Rd/Bear Valley Rd (LOS F in the AM and PM Peak Hour). 

 

Future Year (Future NP) Conditions 
 
The study intersections are projected to operate at an acceptable LOS during the AM and PM peak hours for 

Future NP conditions with the exception of the following intersection: 

 

 #1 – Ridgecrest Rd/Bear Valley Rd (LOS F in the AM and PM Peak Hour). 

 

Future Year Plus Project (Future WP) Conditions 
 
The study intersections are projected to operate at an acceptable LOS during the AM and PM peak hours for 

Future WP conditions with the exception of the following intersection: 

 

 #1 – Ridgecrest Rd/Bear Valley Rd (LOS F in the AM and PM Peak Hour). 

 

1.2  ON‐SITE ROADWAY AND SITE ACCESS IMPROVEMENTS 
 
Wherever  necessary,  roadways  adjacent  to  the  proposed  project  site  and  site  access  points  will  be 
constructed in compliance with recommended roadway classifications and respective cross‐sections in the 
City of Victorville General Plan or as directed by the City Engineer.   
 
Sight distance at each project access point should be reviewed with respect to standard Caltrans and City 
sight distance standards at the time of final grading, landscaping and street improvement plans. 
 
Signing/striping should be implemented in conjunction with detailed construction plans for the project site. 
 

1.3  SUMMARY OF IMPACTS AND RECOMMENDED IMPROVEMENTS 
 
The  following  improvements  are  recommended  at  the  impacted  study  intersections  for  corresponding 
conditions to reduce peak hour delay and improve intersection LOS: 
 
EP  Recommended  Improvement  (EP‐1):  #1  Ridgecrest  Rd/Bear  Valley  Rd  ‐  Improve  intersection  to 
accommodate a second left turn lane for eastbound Bear Valley Street.  
 
OYWP Recommended Improvement (OYWP‐1): #1 Ridgecrest Rd/Bear Valley Rd ‐ Improve intersection to 
accommodate a second left turn lane for eastbound Bear Valley Rd. 
 
Future WP Recommended Improvement (FWP‐1): #1 Ridgecrest Rd/Bear Valley Rd ‐ Improve intersection 
to accommodate a second left turn lane for eastbound Bear Valley Rd. 
 

1.4  SUMMARY OF LOCAL AND REGIONAL FUNDING MECHANISMS 
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The proposed project will  contribute  to  the  cost  of off‐site  improvements  through payments  to  the City 
and/or  County  adopted  traffic  impact  fee  program.  The  project’s  contribution  to  the  aforementioned 
transportation  improvement  funding mechanisms  or  as  a  fair  share  contribution  towards  a  cumulatively 
impacted  facility  should  be  considered  sufficient  to  address  the  project’s  fair  share  towards  mitigation 
measure(s) designed to alleviate cumulative project  impacts. Table ES‐2 calculates the proposed project’s 
fair share percentage at impacted intersections. 
 

Table ES‐2: Fair Share Calculations 

Intersection 
Baseline AM & 
PM Peak Hour 
Volume (A) 

Opening Year AM & PM Peak Hour  Future Year AM & PM Peak Hour 

Total 
Volume 
(B) 

Project 
Volume 
(C) 

Fair Share 
(C) / (B‐A) 

Total 
Volume 
(B) 

Project 
Volume 
(C) 

Fair Share  
(C) / (B‐A) 

#1 – Ridgecrest Rd / 
Bear Valley Rd 

11,466  11,996  69  13.02%  15,115  69  1.89% 
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2.0  INTRODUCTION                      
   

This traffic impact analysis (TIA) analyzes the projected traffic operations associated with the proposed Lake 
View Apartments located southwest of Ridgecrest Road and Chinquapin Drive in the City of Victorville. The 
purpose of this TIA is to evaluate potential circulation system deficiencies that may result from development 
of the proposed project, and to recommend improvements to achieve acceptable operations, if applicable. 
This analysis has been prepared  in coordination with  the City of Victorville via a scoping agreement  (See 
Appendix A) and is pursuant to applicable City of Victorville, County of San Bernardino and Caltrans traffic 
impact analysis guidelines. 

 
2.1  PROJECT DESCRIPTION 
 
The proposed project consists of a 269‐unit apartment complex. The site is currently zoned as Multi‐Family 
Residential  (R‐3)  in  the City of Victorville General Plan Land Use. The project site  is currently vacant. The 
proposed project  land use  is permitted  in  the  zone and does not  require a  zone change or General Plan 
amendment. 
 
Site access is planned via one full‐access driveway and one exit‐only on Ridgecrest Road. 
 
The proposed project is anticipated to be built and generating trips in 2021. A growth rate of 2% was used to 
account for opening year traffic volumes. 
 
Figure 1 shows the project site location. Exhibit 1 shows the proposed project site plan. 
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Figure 1 – Project Location 
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2.2  STUDY AREA 
 
The following four (4) intersections in the vicinity of the project site have been included in the intersection 
level of service (LOS) analysis: 
 

1. Ridgecrest Rd / Bear Valley Rd 
2. Ridgecrest Rd / Green Tree Blvd 
3. Ridgecrest Rd / Project Access Driveway (North) 
4. Ridgecrest Rd / Project Access Driveway (South) 

 
The study intersections are all located within the City of Victorville. 
 
This  traffic  analysis  follows  the  City  of  Victorville  standards  for  traffic  analysis,  which  have  adopted  the 
guidelines  contained  in  the County of  San Bernardino Transportation Department Traffic  Impact Analysis 
Preparation Guide (April, 2008). 
 
Exhibit 2 shows the location of the study intersections and roadway segments which are analyzed for the 
following study scenarios: 
 

 Existing Conditions (Existing); 

 Existing plus Project (EP); 

 Opening Year Conditions (OYNP); 

 Opening Year plus Project (OYWP); 

 Future Year Conditions (Future NP); and  

 Future Year plus Project (Future WP). 
 
 
Traffic operations are evaluated for the following time periods: 
 

 Weekday AM Peak Hour occurring within 7:00 AM to 9:00 AM; and 

 Weekday PM Peak Hour occurring within 4:00 PM to 6:00 PM. 
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2.3  ANALYSIS METHODOLOGY 
 

2.3.1  Intersection Analysis Methodology 
 
Level of Service (LOS)  is commonly used to describe the quality of flow on roadways and at  intersections 
using a range of LOS from LOS A (free flow with little congestion) to LOS F (severely congested conditions).  
The definitions for LOS for interruption of traffic flow differ depending on the type of traffic control (traffic 
signal,  unsignalized  intersection with  side  street  stops,  unsignalized  intersection with  all‐way  stops).  The 
Highway Capacity Manual (HCM) 6 (Transportation Research Board, 2016) methodology expresses the LOS 
of an  intersection  in  terms of delay  time  for  the  intersection approaches. The HCM methodology utilizes 
different procedures for different types of intersection control.  
 
The City of Victorville traffic study guidelines require signalized intersection operations be analyzed utilizing 
the HCM 6th Edition methodology. Intersection LOS for signalized intersections is based on the intersections 
average control delay for all movements at  the  intersection during the peak hour. Control delay  includes 
initial deceleration delay, queue move‐up time, stopped delay, and final acceleration delay.   
  
Table 1  describes  the general  characteristics of  traffic  flow and accompanying delay  ranges at  signalized 
intersections. 
 

Table 1: 
HCM – LOS & Delay Ranges – Signalized Intersections 

Level Of 
Service 

Description 
Delay

(in seconds) 

A 
Very favorable progression; most vehicles arrive during green signal and 

do not stop. Short cycle lengths. 
0 – 10.00 

B 
Good progression, short cycle lengths.  More vehicles stop than for LOS 

A. 
10.01 – 20.00 

C 
Fair progression; longer cycle lengths.  Individual cycle failures may begin 
to appear.  The number of vehicles stopping is significant, though many 

vehicles still pass through without stopping. 

20.01 – 35.00 

D 
Progression less favorable, longer cycle length and high flow/capacity 
ratio.  The proportion of vehicles that pass through without stopping 

diminishes. Individual cycle failures are obvious. 

35.01 – 55.00 

E 
Severe congestion with some long standing queues on critical 

approaches. Poor progression, long cycle lengths and high flow/capacity 
ratio.  Individual cycle failures are frequent. 

55.01 – 80.00 

F 
Very poor progression, long cycle lengths and many individual cycle 

failures.  Arrival flow rates exceed capacity of intersection. 
> 80.01 

Source: Transportation Research Board, Highway Capacity Manual, HCM6 Edition (Washington D.C., 2016). 

 
Collected peak hour traffic volumes have been adjusted using a peak hour factor (PHF) to reflect peak 15‐
minute volumes.  It is a common practice in LOS analysis to conservatively use a peak 15‐minute flow rate 
applied to the entire hour to derive flow rates in vehicles per hour that are used in the LOS analysis.  The PHF 
is the relationship between the peak 15‐minute flow rate and the full hourly volume.  PHF = [Hourly Volume]/ 
[4  *  Peak  15‐Minute Volume].    The use of  a  15‐minute PHF produces  a more detailed  and  conservative 
analysis compared to analyzing vehicles per hour.  Existing PHFs, obtained from the existing traffic counts 
have been used for all analysis scenarios in this study. 
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The City of Victorville traffic study guidelines also require unsignalized intersection operations be analyzed 
utilizing the HCM 6th Edition methodology.  Intersection operation for unsignalized intersections is based on 
the weighted average control delay expressed in seconds per vehicle. 
 
At a  two‐way or side‐street stop‐controlled  intersection, LOS  is calculated for each stop‐controlled minor 
street movement, for the left‐turn movement(s) from the major street, and for the intersection as a whole.  
For approaches consisting of a single lane, the delay is calculated as the average of all movements in that 
lane.  For all‐way stop‐controlled intersection, LOS is computed for the intersection as a whole. 
 
Table 2 describes the general characteristics of traffic flow and accompanying delay ranges at unsignalized 
intersections. 
 

Table 2: 
HCM – LOS & Delay Ranges – Unsignalized Intersections 

Level Of 
Service 

Description 
Delay

(in seconds) 

A  Little or no delays. 0 – 10.00 

B  Short traffic delays.  10.01 – 15.00 

C  Average traffic delays. 15.01 – 25.00 

D  Long traffic delays. Multiple vehicles in queue. 25.01 – 35.00 

E  Very long delays.  Demand approaching capacity of intersection 35.01 – 50.00 

F 
Very constrained flow with extreme delays and intersection capacity 

exceeded. 
> 50.01 

Source: Transportation Research Board, Highway Capacity Manual, HCM6 Edition (Washington D.C., 2016). 

 
This analysis utilizes PTV Vistro, Version 7 analysis software for all signalized and unsignalized intersections.  
Vistro is a macroscopic traffic software program that is based on the signalized intersection capacity analysis 
specified in Chapter 16 of the HCM.  The level of service and capacity analysis performed within Vistro takes 
the optimization and coordination of signalized intersections within a network into consideration. 
 

2.3.2   Traffic Signal Warrant Analysis Methodology 
 
Traffic signal warrants refer to a list of established criteria utilized by Caltrans and other public agencies to 
quantitatively  justify or determine the potential need for  installation of a  traffic signal at an unsignalized 
location.    This  analysis  uses  the  signal  warrant  criteria  in  the  latest  edition  of  the  Federal  Highway 
Administration’s  (FHWA)  Manual  on  Uniform  Traffic  Control  Devices  (MUTCD)  2009  Edition,  for  all 
unsignalized study intersections. 
 
The CA MUTCD contains nine different  signal warrants  for existing  conditions based on  several different 
factors such as vehicular volumes, pedestrian volumes, accident frequency, location of schools and location 
of railroad tracks.  This TIA utilizes the four‐hour volume‐based warrant (Warrant 2) as the appropriate traffic 
signal warrant analysis for all analysis.  
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It is important to note that a signal warrant defines the minimum condition under which the installation of a 
traffic signal may be warranted.  Satisfying a signal warrant does not require that a traffic signal be installed 
at a location, rather other traffic factors and conditions should be evaluated to determine if signalization is 
justified. Additionally, signal warrants do not necessarily correlate with level of service; an intersection may 
satisfy a warrant and still be operating at or better than LOS D, or be operating at a deficient LOS (E or F) and 
not meet signal warrants. 
 

2.4  PERFORMANCE CRITERIA 
 

2.4.1   City of Victorville 
 
The City of Victorville has established level of service “D” or better as acceptable LOS for all  intersections 
along the designated street and highway system in the City’s General Plan Circulation Element. The City of 
Victorville has established LOS C as acceptable LOS for roadway segments under the City’s jurisdiction per 
the City’s General Plan EIR. 
 

2.5  THRESHOLDS OF SIGNIFICANCE 
 
According  to  California  Environmental  Quality  Act  (CEQA)  guidelines,  a  project  is  considered  to  cause  a 
significant impact to a transportation system if it: 
 

 Conflicts with an applicable plan, ordinance or policy establishing measures of effectiveness for the 
performance of the circulation system, taking into account all modes of transportation including mass 
transit and non‐motorized travel. 

 Conflicts with an applicable congestion management program (CMP),  including, but not limited to 
level of service standards, travel demand measures, or other standards established by the County 
Congestion Management Agency for roadways or highways. 

 Conflicts with adopted policies or programs regarding public transit, bicycle or pedestrian facilities, 
or otherwise decreases the performance or safety of such facilities. 

 

2.5.1   City of Victorville 
 
City of Victorville intersection deficiencies would occur under the following conditions: 

 If the project contributes measurable traffic to an intersection or roadway segment operating at LOS 
D or better or a volume‐to‐capacity ratio of 0.95 or  lower for without project conditions, and the 
addition of project trips causes intersection LOS to degrade to LOS E or worse, or volume‐to‐capacity 
ratio to increase it greater than 0.95.   

 If  a  project  contributes measurable  traffic  to  an  intersection or  roadway  segment operating  at  a 
deficient LOS (LOS E or F) for without project conditions.   
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3.0  EXISTING CONDITIONS                   

 
3.1  EXISTING CIRCULATION NETWORK/STUDY AREA CONDITIONS 
 
The characteristics of the roadway system in the vicinity of the proposed project site are described in Table 
3. 
 

Table 3: 
Roadway Characteristics Within Study Area 

Roadway  Classification1  Jurisdiction  Direction 
Existing 
Travel 
Lanes 

Median 
Type2 

Speed 
Limit 
(mph) 

On‐Street 
Parking 

Ridgecrest Rd  Arterial  Victorville  North‐South  2‐4  PM  55  No 

Green Tree Blvd  Super Arterial  Victorville  East‐West  4  TWLTL  50  No 

Bear Valley Rd  Super Arterial  Victorville  East‐West  6  PM  45  No 

1: Sources: City of Victorville General Plan (September, 2008) 
2: TWLTL = Two‐Way Left‐Turn Lane, PM = Painted Median, NM = No Median. 

 
Exhibit 3 show existing conditions study area intersection and roadway geometry. 
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3.2  CITY OF VICTORVILLE GENERAL PLAN CIRCULATION ELEMENT 
 
The proposed project site is located within the City of Victorville. Appendix A contains the current City of 
Victorville General Plan Circulation Element future transportation network and roadway cross sections.  
  

3.3  EXISTING BICYCLE AND PEDESTRIAN FACILITIES 
 
There are no existing bicycle facilities in the study area. According to the City of Victorville Non‐Motorized 
Plan, bicycle facilities are planned on the following roadways within the study area: 
 
Class II On‐Street Bicycle Lanes 

 Green Tree Boulevard / Yates Road from 7th St to Hesperia Road 
 
Appendix A contains the City of Victorville Non‐Motorized Plan transportation map. 
 

3.4  EXISTING PUBLIC TRANSIT SERVICES 
 
The City of Victorville  is  served by  the Victor Valley  Transit Authority  (VVTA) which provides bus  service 
throughout the Victor Valley region.  Figure 2 shows the VVTA routes in the vicinity of the project site. 
 

 Figure 2 – Victor Valley Transit Routes 

 
Sources: Victor Valley Transit 
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3.5  EXISTING TRAFFIC VOLUMES 
 
To determine the existing operation of the study intersections, AM and PM peak period traffic counts at the 
study  intersections were collected on Tuesday October 29, 2019 and Tuesday  January 28, 2020. Detailed 
traffic count data is provided in Appendix B.   
 
Exhibit 4 shows existing AM and PM peak hour volumes at the study intersections.   
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3.6  EXISTING CONDITIONS INTERSECTION LEVEL OF SERVICE ANALYSIS 
 
Existing conditions AM and PM peak hour intersection analysis is shown in Table 4. Calculations are based 
on the existing geometrics at the study area intersections as shown in Exhibit 3. HCM analysis sheets are 
provided in Appendix C. 
 

Table 4: 
Intersection Analysis – Existing Conditions 

Intersection 
Control 

Type 
Peak Hour 

Existing Conditions 

Delay1  LOS 

#1 – Ridgecrest Rd/Bear Valley Rd  Signal 
AM 
PM 

73.8  E 

142.0  F 

#2 – Ridgecrest Rd/Green Tree Blvd  Signal 
AM 
PM 

‐‐  ‐‐ 

‐‐  ‐‐ 

#3 – Ridgecrest Rd/Project Driveway (N)  OWSC 
AM 
PM 

‐‐  ‐‐ 

‐‐  ‐‐ 

#4 – Ridgecrest Rd/Project Driveway (S)  OWSC 
AM ‐‐  ‐‐ 

PM ‐‐  ‐‐ 
    Note: TWSC = Two‐Way Stop‐Control, OWSC = One‐Way Stop‐Control; Delay shown in seconds per vehicle. 
      1 = Per the Highway Capacity Manual 6th Edition, overall average delay and LOS are shown for signalized.     
               

As shown in Table 4, the study intersections are currently not operating at an acceptable LOS during the AM 

and PM peak hours for existing conditions. 
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4.0  PROPOSED PROJECT                     
 

4.1  PROJECT DESCRIPTION 
 
The proposed project consists of a 269‐unit apartment complex. The site is currently zoned as Multi‐Family 
Residential  (R‐3)  in  the City of Victorville General Plan Land Use. The project site  is currently vacant. The 
proposed project  land use  is permitted  in  the  zone and does not  require a  zone change or General Plan 
amendment. 
 
Site access is planned via one full‐access driveway and one exit‐only on Ridgecrest Road. 
 
Exhibit 1 previously showed the proposed project site plan. 
 

4.2  PROJECT TRIP GENERATION 
 
Trip generation represents the amount of traffic, both inbound and outbound, produced by a development. 
Determining  trip generation  for a proposed project  is based on projecting  the amount of  traffic  that  the 
specific land uses being proposed will produce. Industry standard Institute of Transportation Engineers (ITE) 
Trip Generation Manual (10th Edition, 2017) trip generation rates were used to determine trip generation of 
for most of the proposed project land uses.  
 
Table 5 summarizes the projected AM peak hour, PM peak hour and daily trip generation of the proposed 
project. 

Table 5: 
Proposed Project AM/PM Peak Hour Trip Generation 

Proposed Land Use  Qty  Unit 

Daily Trips 
(ADTs) 

AM Peak Hour  PM Peak Hour 

Rate  Volume Rate 
In:Out 
Split 

Volume 
Rate 

In:Out 
Split 

Volume 

In  Out  Total In  Out  Total

Multi‐Family Housing 
(Low‐Rise) (220) 

269  DU  7.32  1,969  0.46  23:77  29  95  124  0.56  63:37  95  56  151 

Total           1,969        29  95  124        95  56  151 

    Note: Rates from ITE Trip Generation (10th Edition, 2017); DU – Dwelling Unit 
 
As shown in Table 5, the proposed project is projected to generate 124 AM peak hour trips, 151 PM peak 
hour trips and 1,969 daily trips. 
 

4.3  PROJECT TRIP DISTRIBUTION 
 
Projecting trip distribution involves the process of identifying probable destinations and traffic routes that 
will be utilized by the proposed project’s traffic. The potential interaction between the proposed land use 
and surrounding regional access routes are considered to identify the probable routes onto which project 
traffic would distribute. The projected trip distribution for the proposed project is based on anticipated travel 
patterns to and from the project site.   
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Exhibit 5 shows the projected trip distribution of proposed project trips. 
  

4.4  MODAL SPLIT 
 
The traffic reducing potential of public transit, walking and bicycling have not been considered in this analysis 
since transit facilities in the study area are limited.   
 

4.5  PROJECT TRIP ASSIGNMENT 
 
Exhibit 6 shows the corresponding projected AM/PM peak hour trip assignment of proposed project trips.  
 

4.6  CUMULATIVE PROJECTS TRAFFIC 
 
Opening  Year  traffic  volumes were  developed  using  an  annual  growth  rate  in  addition  to  any  approved 
projects within the surrounding area of the project site. Coordination with the City was conducted, and it was 
determined no projects are approved within the area. As such, cumulative projects were not included for the 
Opening Year scenario.  
 
Future Year traffic volumes were developed based on the San Bernardino County Transportation Analysis 
Model  (SBTAM).  The  SBTAM  includes  approved projects when developing  future  forecasts.  As  such,  it  is 
assumed a growth rate derived from the SBTAM accounts for cumulative projects within the surrounding 
area of the project site.    
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5.0  EXISTING PLUS PROJECT CONDITIONS (EP)                  
 
Existing plus project (EP) conditions analysis is intended to identify the project‐related impacts on the existing 
circulation system by comparing EP conditions to existing conditions. Consistent with CEQA, EP analysis is 
intended to identify direct impacts associated with the development of the proposed project. 
 

5.1  ROADWAY IMPROVEMENTS 
 
The lane configurations and traffic controls assumed to be in place for the existing plus project scenario are 
consistent with  those  previously  shown  in Exhibit  3,  with  the  exception  of  project  driveways  and  other 
facilities assumed to be constructed by the proposed project to provide site access. 
 

5.2  EP TRAFFIC VOLUMES 
 
EP volumes include existing traffic plus the addition of the traffic projected to be generated by the proposed 
project. As the project driveways do not currently exist, volumes for these intersections are based on 24‐
hour ADT roadway volumes along Ridgecrest Road north of Chinquapin Drive. 
 
EP Volumes = Existing (2019) Counts + Project Traffic 
 
Exhibit 7 shows EP AM and PM peak hour volumes at the study intersections.  
 

5.3  EP INTERSECTION LEVEL OF SERVICE ANALYSIS 
 
EP conditions AM and PM peak hour intersection analysis is shown in Table 6. Calculations are based on the 
existing geometrics at the study area intersections as shown in Exhibit 3. HCM analysis sheets are provided 
in Appendix C. 
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Table 6: 
Intersection Analysis – EP Conditions 

Intersection 
Control 
Type 

Peak 
Hour 

Existing 
Conditions 

EP Conditions 

Delay1  LOS  Delay1  LOS  Change  Impact? 

#1  –  Ridgecrest  Rd/Bear  Valley 
Rd 

Signal 
AM 73.8 E 75.6 E 1.8  Yes

PM 142.0 F 154.4 F 12.4  Yes

#2 – Ridgecrest Rd/Green Tree 
Blvd 

Signal 
AM ‐‐ ‐‐ ‐‐ ‐‐ ‐‐  No

PM ‐‐ ‐‐ ‐‐ ‐‐ ‐‐  No

#3 – Ridgecrest Rd/Project 
Driveway (North) 

OWSC 
AM ‐‐ ‐‐ 17.5 C ‐‐  No

PM ‐‐ ‐‐ 16.6 C ‐‐  No

#4 – Ridgecrest Rd/Project 
Driveway (South) 

OWSC 
AM ‐‐ ‐‐ 10.8 B ‐‐  No

PM ‐‐ ‐‐ 10.0 A ‐‐  No
Note: AWSC = All‐ Way Stop‐Control, OWSC = One‐Way Stop Control, Delay shown in seconds per vehicle. 
1 = Per the Highway Capacity Manual 6th Edition, overall average delay and LOS are shown for signalized and all‐way stop‐controlled  intersections. For 

intersections with one‐or‐two‐way stop‐control, the delay and LOS for the worst individual movement is shown. 

           

As shown in Table 6, the study intersections are projected to continue to operate at an acceptable LOS during 

the AM and PM peak hours for EP conditions with the exception of the following intersection: 

 

 #1 – Ridgecrest Rd/Bear Valley Rd (LOS E in the AM Peak Hour and LOS F in the PM Peak Hour). 

 

5.4  EP CONDITIONS SIGNAL WARRANT ANALYSIS 
 
Traffic  signal  warrants  for  EP  conditions  have  been  prepared  based  on  EP  peak‐hour  and  four‐hour 
intersection volumes at the project site access locations.  
 
Table 7 summarizes the results of the signal warrant analysis. Detailed warrant analysis sheets are contained 
in Appendix D. 

 
Table 7: 

Signal Warrant Analysis – EP Conditions 

Intersection 
Four‐Hour Signal 

Warrant Met? 

Peak Hour Signal Warrant Met? 

AM Peak Hour  PM Peak Hour 

#3 – Ridgecrest Rd/Project Driveway (North)  No  No  No 

#4 – Ridgecrest Rd/Project Driveway (South)  No  No  No 

 
Peak‐hour and four‐hour signal warrants are not met at any of the unsignalized study intersections for EP 
conditions. 
 

5.5  EP RECOMMENDED IMPROVEMENTS 
 
The following improvements are recommended for EP conditions. 
 
EP  Recommended  Improvement  (EP‐1):  #1  Ridgecrest  Rd/Bear  Valley  Rd  ‐  Improve  intersection  to 
accommodate a second left turn lane for eastbound Bear Valley Street.  
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Table 8 shows EP level of service at the intersection with the recommended improvements. 
 

Table 8: 
Intersection Analysis – EP Conditions with Recommended Improvements 

Intersection 
Control 

Type 

Peak 

Hour 

Existing 

Conditions 
EP Conditions 

EP With Recommended 

Improvements 

Delay1  LOS  Delay1  LOS  Delay1  LOS 

#1 – Ridgecrest Rd/Bear 
Valley Rd 

Signal 
AM 
PM 

73.8 E 75.6 E 36.1  D

142.0 F 154.4 F 78.4  E
Note: AWSC = All‐ Way Stop‐Control, TWSC = Two‐Way Stop Control, OWSC = One‐Way Stop Control, Delay shown in seconds per vehicle. 
1 = Per the Highway Capacity Manual 6th Edition, overall average delay and LOS are shown for signalized and all‐way stop‐controlled  intersections. For 

intersections with one‐or‐two‐way stop‐control, the delay and LOS for the worst individual movement is shown. 

 
As shown in Table 8, with the recommended improvements, the intersection is projected to operate at an 
acceptable/improved LOS for EP conditions.  
 
 
   



TJW Engineering, Inc.     
LVA 19001 Lake View Apartments TIA                                                                                                                                                                           23|page 

 

6.0  PROJECT OPENING YEAR (2021) WITHOUT PROJECT CONDITIONS (OYNP) 
 
Project opening year without project (OYNP) conditions analysis is intended to identify baseline conditions in 
the near‐term without the proposed project. 
 

6.1  ROADWAY IMPROVEMENTS 
 
The lane configurations and traffic controls assumed to be in place for the existing plus ambient plus project 
scenario are consistent with those previously shown in Exhibit 3, with the following exceptions: 
 

 Green Tree Boulevard will be extended from its existing terminus at Hesperia Road to Ridgecrest 
Road and provide access to Yates Road through to Apple Valley Road 

 The Green Tree Boulevard and Ridgecrest Road will be a signalized T‐intersection with Green Tree 
Boulevard  and  Yates  Road  being  the  east/west  roadways  and  Ridgecrest  Road  being  the 
north/south roadway. 

 
6.2  OYNP TRAFFIC VOLUMES 
 
OYNP volumes include background traffic.  Since the proposed project is expected to be built and generating 
trips in 2021, OYNP volumes include a growth rate of 2% per year for two years, applied to existing volumes. 
It should be noted, the extension of the Green Tree Boulevard would provide residents of Spring Valley Lake 
a direct route to I‐15 reducing the traffic volume along Ridgecrest Road and Bear Valley Road. To account for 
this  redistribution  of  traffic,  this  analysis  uses  volumes  based  on  data  from  the  Green  Tree  Extension 
Boulevard Bridge Traffic Analysis Interim Year 2025 for Ridgecrest Road and Green Tree Boulevard and the 
project driveways.  
 
OYNP Volumes = (Existing (2019) Counts * 1.02^1)  
 
Exhibit 8 shows OYNP AM and PM peak hour volumes at the study intersections.  
 

6.3  OYNP INTERSECTION LEVEL OF SERVICE ANALYSIS 
 
EAP conditions AM and PM peak hour intersection analysis is shown in Table 9. Calculations are based on the 
existing geometrics at the study area intersections as shown in Exhibit 3. HCM analysis sheets are provided 
in Appendix C. 
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Table 9: 
Intersection Analysis – OYNP Conditions 

Intersection 
Control 

Type 
Peak Hour 

OYNP Conditions 

Delay1  LOS 

#1 – Ridgecrest Rd/Bear Valley Rd  Signal 
AM 
PM 

83.6  F 

160.8  F 

#2 – Ridgecrest Rd/Green Tree Blvd  Signal 
AM 
PM 

12.8  B 

17.8  B 

#3 – Ridgecrest Rd/Project Driveway (N)  OWSC 
AM 
PM 

‐‐  ‐‐ 

‐‐  ‐‐ 

#4 – Ridgecrest Rd/Project Driveway (S)  OWSC 
AM ‐‐  ‐‐ 

PM ‐‐  ‐‐ 
Note: AWSC = All‐ Way Stop‐Control, Delay shown in seconds per vehicle. 
1 = Per the Highway Capacity Manual 6th Edition, overall average delay and LOS are shown for signalized and all‐way stop‐controlled intersections. For 

intersections with one‐or‐two‐way stop‐control, the delay and LOS for the worst individual movement is shown. 

           

As shown in Table 9, the study intersections are projected to continue to operate at an acceptable LOS during 

the AM and PM peak hours for OYNP conditions with the exception of the following intersection: 

 

 #1 – Ridgecrest Rd/Bear Valley Rd (LOS F in the AM and PM Peak Hour). 
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7.0   PROJECT OPENING YEAR WITH PROJECT CONDITIONS (OYWP) 
 
Project  opening  year  with  project  (OYWP)  conditions  analysis  is  intended  to  identify  the  project‐related 
cumulative impacts on both the existing and planned near‐term circulation system. 

 
7.1  ROADWAY IMPROVEMENTS 
 
The lane configurations and traffic controls assumed to be in place for the existing plus ambient plus project 
scenario are consistent with those previously shown in Exhibit 3, with the following exceptions: 
 

 Green Tree Boulevard will be extended from its existing terminus at Hesperia Road to Ridgecrest 
Road and provide access to Yates Road through to Apple Valley Road 

 The Green Tree Boulevard and Ridgecrest Road will be a signalized T‐intersection with Green Tree 
Boulevard  and  Yates  Road  being  the  east/west  roadways  and  Ridgecrest  Road  being  the 
north/south roadway. 

 
7.2  OYWP TRAFFIC VOLUMES 
 
OYWP volumes include background traffic plus the addition of the traffic projected to be generated by the 
proposed project.   Since the proposed project is expected to be built and generating trips in 2021, OYWP 
volumes include a growth rate of 2% per year for two years, applied to existing volumes. It should be noted, 
the extension of the Green Tree Boulevard would provide residents of Spring Valley Lake a direct route to I‐
15 reducing the traffic volume along Ridgecrest Road and Bear Valley Road. To account for this redistribution 
of traffic, this analysis uses volumes based on data from the Green Tree Extension Boulevard Bridge Traffic 
Analysis Interim Year 2025 for Ridgecrest Road and Green Tree Boulevard and the project driveways. 
 
OYWP Volumes = (Existing (2019) Counts * 1.02^1) + Project Traffic 
 
Exhibit 9 shows OYWP AM and PM peak hour volumes at the study intersections. 
   

7.3  OYWP CONDITIONS INTERSECTION LEVEL OF SERVICE ANALYSIS 
 
OYWP conditions AM and PM peak hour intersection analysis is shown in Table 10.  HCM analysis sheets are 
provided in Appendix C. 
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Table 10: 
Intersection Analysis – OYWP Conditions 

Intersection 
Control 
Type 

Peak 
Hour 

OYNP 
Conditions 

OYWP Conditions 

Delay1  LOS  Delay1  LOS  Change  Impact? 

#1  –  Ridgecrest  Rd/Bear  Valley 
Rd 

Signal 
AM 83.6 F 84.2 F 0.6  Yes

PM 160.8 F 164.2 F 3.3  Yes

#2 – Ridgecrest Rd/Green Tree 
Blvd 

Signal 
AM 12.8 B 14.5 B 1.7  No

PM 17.8 B 21.2 C 3.4  No

#3 – Ridgecrest Rd/Project 
Driveway (North) 

OWSC 
AM ‐‐ ‐‐ 15.4 C ‐‐  No

PM ‐‐ ‐‐ 17.6 C ‐‐  No

#4 – Ridgecrest Rd/Project 
Driveway (South) 

OWSC 
AM ‐‐ ‐‐ 9.6 A ‐‐  No

PM ‐‐ ‐‐ 9.6 A ‐‐  No
Note: AWSC = All‐ Way Stop‐Control, OWSC = One‐Way Stop Control, Delay shown in seconds per vehicle. 
1 = Per the Highway Capacity Manual 6th Edition, overall average delay and LOS are shown for signalized and all‐way stop‐controlled intersections. For 

intersections with one‐or‐two‐way stop‐control, the delay and LOS for the worst individual movement is shown.  

                  

As shown in Table 10,  the study  intersections are projected to continue to operate at an acceptable LOS 

during the AM and PM peak hours for OYWP conditions with the exception of the following intersection: 

 

 #1 – Ridgecrest Rd/Bear Valley Rd (LOS F in the PM Peak Hour). 
 

7.4  OYWP CONDITIONS SIGNAL WARRANT ANALYSIS 
 
Traffic signal warrants for OYWP conditions have been prepared based on OYWP peak‐hour and four‐hour 
intersection volumes at the project site access locations.  
 
Table 11 summarizes the results of the signal warrant analysis. Detailed warrant analysis sheets are contained 
in Appendix D. 

 
Table 11: 

Signal Warrant Analysis – OYWP Conditions 

Intersection 
Four‐Hour Signal 

Warrant Met? 

Peak Hour Signal Warrant Met? 

AM Peak Hour  PM Peak Hour 

#3 – Ridgecrest Rd/Project Driveway (North)  No  No  No 

#4 – Ridgecrest Rd/Project Driveway (South)  No  No  No 

 
Peak‐hour and four‐hour signal warrants are not met at any of the unsignalized study intersections for OYWP 
conditions. 
 

7.5 OYWP RECOMMENDED IMPROVEMENTS 
 
The following improvements are recommended for OYWP conditions. 
 
OYWP Recommended Improvement (OYWP‐1): #1 Ridgecrest Rd/Bear Valley Rd ‐ Improve intersection to 
accommodate a second left turn lane for eastbound Bear Valley Rd. 
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Table 12Table 8 shows OYWP level of service at the intersection with the recommended improvements. 
 

Table 12: 
Intersection Analysis – OYWP Conditions with Recommended Improvements 

Intersection 
Control 

Type 

Peak 

Hour 

OYNP Conditions  OYWP Conditions 
OYWP With Recommended 

Improvements 

Delay1  LOS  Delay1  LOS  Delay1  LOS 

#1 – Ridgecrest Rd/Bear 
Valley Rd 

Signal 
AM 
PM 

83.6 F 84.2 F 40.4  D

160.8 F 164.2 F 89.1  F
Note: AWSC = All‐ Way Stop‐Control, TWSC = Two‐Way Stop Control, OWSC = One‐Way Stop Control, Delay shown in seconds per vehicle. 
1 = Per the Highway Capacity Manual 6th Edition, overall average delay and LOS are shown for signalized and all‐way stop‐controlled  intersections. For 

intersections with one‐or‐two‐way stop‐control, the delay and LOS for the worst individual movement is shown. 

 
As shown in Table 12, with the recommended improvements, the intersection is projected to operate at an 
acceptable/improved LOS for OYWP conditions. 
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8.0   FUTURE YEAR (2030) WITHOUT PROJECT CONDITIONS (FUTURE NP) 
 
Future Year (2030) without project (Future NP) conditions analysis is intended to determine any long range 
cumulative project impacts on the planned circulation system. 

 
8.1  ROADWAY IMPROVEMENTS 
 
The lane configurations and traffic controls assumed to be in place for the Future Year (2030 without project) 
conditions are consistent with those previously shown in Exhibit 3, with the following exceptions: 
 

 Green Tree Boulevard will be extended from its existing terminus at Hesperia Road to Ridgecrest 
Road and provide access to Yates Road through to Apple Valley Road 

 The Green Tree Boulevard and Ridgecrest Road will be a signalized T‐intersection with Green Tree 
Boulevard  and  Yates  Road  being  the  east/west  roadways  and  Ridgecrest  Road  being  the 
north/south roadway. 

 
8.2  FUTURE NP TRAFFIC VOLUMES 
 
Future NP volumes include background traffic anticipated for year 2030. A growth rate of 2.5% per year from 
existing  year  (2019)  to  future  year  (2030) was  used  to  determine  Future  NP  volumes.  This  growth  rate 
accounts  for cumulative project  traffic and was determined based on  the San Bernardino Transportation 
Analysis Model (SBTAM) Year 2012 and Year 2040 traffic models. It should be noted, the extension of the 
Green Tree Boulevard would provide residents of Spring Valley Lake a direct route to I‐15 reducing the traffic 
volume along Ridgecrest Road and Bear Valley Road. To account for this redistribution of traffic, this analysis 
uses volumes based on data from the Green Tree Extension Boulevard Bridge Traffic Analysis Interim Year 
2025 for Ridgecrest Road and Green Tree Boulevard and the project driveways. 
 
Future NP Volumes = (Existing (2019) Counts * 1.025^1)  
 
Exhibit  10  shows  Future  Year  (2030)  without  project  AM  and  PM  peak  hour  volumes  at  the  study 
intersections. 
 

8.3  FUTURE NP CONDITIONS INTERSECTION LEVEL OF SERVICE ANALYSIS 
 
Future NP conditions AM and PM peak hour intersection analysis is shown in Table 13.  HCM analysis sheets 
are provided in Appendix C. 
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Table 13: 
Intersection Analysis – Future NP Conditions 

Intersection 
Control 

Type 
Peak Hour 

OYNP Conditions 

Delay1  LOS 

#1 – Ridgecrest Rd/Bear Valley Rd  Signal 
AM 
PM 

171.4  F 

294.8  F 

#2 – Ridgecrest Rd/Green Tree Blvd  Signal 
AM 
PM 

17.0  B 

46.5  D 

#3 – Ridgecrest Rd/Project Driveway (N)  OWSC 
AM 
PM 

‐‐  ‐‐ 

‐‐  ‐‐ 

#4 – Ridgecrest Rd/Project Driveway (S)  OWSC 
AM ‐‐  ‐‐ 

PM ‐‐  ‐‐ 
Note: AWSC = All‐ Way Stop‐Control, Delay shown in seconds per vehicle. 
1 = Per the Highway Capacity Manual 6th Edition, overall average delay and LOS are shown for signalized and all‐way stop‐controlled intersections. For 

intersections with one‐or‐two‐way stop‐control, the delay and LOS for the worst individual movement is shown. 

                  

As shown in Table 13,  the study  intersections are projected to continue to operate at an acceptable LOS 

during the AM and PM peak hours for EACP conditions with the exception of the following intersection: 

 

 #1 – Ridgecrest Rd/Bear Valley Rd (LOS F in the AM and PM Peak Hour). 
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9.0   FUTURE YEAR (2030) WITH PROJECT CONDITIONS (FUTURE WP) 
 
Future Year  (2030) with project  (Future WP)  conditions analysis  is  intended  to determine any  long  range 
cumulative project impacts on the planned circulation system. 

 
9.1  ROADWAY IMPROVEMENTS 
 
The lane configurations and traffic controls assumed to be in place for the Future Year (2030 with project) 
conditions are consistent with those previously shown in Exhibit 3, with the following exceptions: 
 

 Green Tree Boulevard will be extended from its existing terminus at Hesperia Road to Ridgecrest 
Road and provide access to Yates Road through to Apple Valley Road 

 The Green Tree Boulevard and Ridgecrest Road will be a signalized T‐intersection with Green Tree 
Boulevard  and  Yates  Road  being  the  east/west  roadways  and  Ridgecrest  Road  being  the 
north/south roadway. 

 
9.2  FUTURE WP TRAFFIC VOLUMES 
 
Future WP  volumes  include  background  traffic  anticipated  for  year  2030  plus  the  addition  of  the  traffic 
projected to be generated by the proposed project. A growth rate of 2.5% per year from existing year (2019) 
to future year (2030) was used to determine Future WP volumes. This growth rate accounts for cumulative 
project  traffic and was determined based on the San Bernardino Transportation Analysis Model  (SBTAM) 
Year 2012 and Year 2040 traffic models. It should be noted, the extension of the Green Tree Boulevard would 
provide residents of Spring Valley Lake a direct route to I‐15 reducing the traffic volume along Ridgecrest 
Road and Bear Valley Road. To account for this redistribution of traffic, this analysis uses volumes based on 
data from the Green Tree Extension Boulevard Bridge Traffic Analysis Interim Year 2025 for Ridgecrest Road 
and Green Tree Boulevard and the project driveways. 
 
Future WP Volumes = (Existing (2019) Counts * 1.025^1) + Project Traffic 
 
Exhibit 11 shows Future Year (2030) with project AM and PM peak hour volumes at the study intersections. 
 

9.3  FUTURE WP CONDITIONS INTERSECTION LEVEL OF SERVICE ANALYSIS 
 
Future WP conditions AM and PM peak hour intersection analysis is shown in Table 13.  HCM analysis sheets 
are provided in Appendix C. 
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Table 14: 
Intersection Analysis – Future WP Conditions 

Intersection 
Control 
Type 

Peak 
Hour 

Future NP 
Conditions 

Future WP Conditions 

Delay1  LOS  Delay1  LOS  Change  Impact? 

#1  –  Ridgecrest  Rd/Bear  Valley 
Rd 

Signal 
AM 171.4 F 172.6 F 1.2  Yes

PM 294.8 F 297.9 F 3.1  Yes

#2 – Ridgecrest Rd/Green Tree 
Blvd 

Signal 
AM 17.0 B 18.7 B 1.7  No

PM 46.5 D 49.4 D 2.8  No

#3 – Ridgecrest Rd/Project 
Driveway (North) 

OWSC 
AM ‐‐ ‐‐ 19.7 C ‐‐  No

PM ‐‐ ‐‐ 23.7 C ‐‐  No

#4 – Ridgecrest Rd/Project 
Driveway (South) 

OWSC 
AM ‐‐ ‐‐ 10.0 B ‐‐  No

PM ‐‐ ‐‐ 10.2 B ‐‐  No
Note: AWSC = All‐ Way Stop‐Control, Delay shown in seconds per vehicle. 
1 = Per the Highway Capacity Manual 6th Edition, overall average delay and LOS are shown for signalized and all‐way stop‐controlled intersections. For 

intersections with one‐or‐two‐way stop‐control, the delay and LOS for the worst individual movement is shown. 

                  

As shown in Table 134, the study intersections are projected to continue to operate at an acceptable LOS 

during the AM and PM peak hours for Future WP conditions with the exception of the following intersection: 

 

 #1 – Ridgecrest Rd/Bear Valley Rd (LOS F in the AM and PM Peak Hour). 
 

9.4  FUTURE WP CONDITIONS SIGNAL WARRANT ANALYSIS 
 
Traffic signal warrants for Future WP conditions have been prepared based on Future WP peak‐hour and 
four‐hour intersection volumes at the project site access locations.  
 
Table 15 summarizes the results of the signal warrant analysis. Detailed warrant analysis sheets are contained 
in Appendix D. 

 
Table 15: 

Signal Warrant Analysis – Future WP Conditions 

Intersection 
Four‐Hour Signal 

Warrant Met? 

Peak Hour Signal Warrant Met? 

AM Peak Hour  PM Peak Hour 

#3 – Ridgecrest Rd/Project Driveway (North)  No  No  No 

#4 – Ridgecrest Rd/Project Driveway (South)  No  No  No 

 
Peak‐hour and four‐hour signal warrants are not met at any of the unsignalized study intersections for Future 
WP conditions. 
 

9.5  FUTURE WP RECOMMENDED IMPROVEMENTS 
 
The following improvements are recommended for Future WP conditions. 
 
Future WP Recommended Improvement (FWP‐1): #1 Ridgecrest Rd/Bear Valley Rd ‐ Improve intersection 
to accommodate a second left turn lane for eastbound Bear Valley Rd. 
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Table 16 shows Future WP level of service at the intersection with the recommended improvements. 
 

Table 16: 
Intersection Analysis – Future WP Conditions with Recommended Improvements 

Intersection 
Control 

Type 

Peak 

Hour 

Future NP 

Conditions 

Future WP 

Conditions 

Future WP With Recommended 

Improvements 

Delay1  LOS  Delay1  LOS  Delay1  LOS 

#1 – Ridgecrest Rd/Bear 
Valley Rd 

Signal 
AM 
PM 

171.4 F 172.6 F 123.4  F

294.8 F 297.9 F 204.4  F
Note: AWSC = All‐ Way Stop‐Control, TWSC = Two‐Way Stop Control, OWSC = One‐Way Stop Control, Delay shown in seconds per vehicle. 
1 = Per the Highway Capacity Manual 6th Edition, overall average delay and LOS are shown for signalized and all‐way stop‐controlled  intersections. For 

intersections with one‐or‐two‐way stop‐control, the delay and LOS for the worst individual movement is shown. 

 
As shown in Table 16, with the recommended improvements, the intersection is projected to operate at an 
acceptable/improved LOS for Future WP conditions. 
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10.0  CONCEPTUAL STRIPING AND SITE DISTANCE            
 
This section summarizes proposed site access and on‐site circulation recommendations. 
 

10.1  ON‐SITE ROADWAY IMPROVEMENTS 
 
Whenever  necessary,  roadways  adjacent  to  the  proposed  project  site  and  site  access  points  should  be 
constructed in compliance with recommended roadway classifications and respective cross‐sections in the 
City of Victorville General Plan Circulation Element or as directed by the City Engineer. 
 

10.2  CONCEPTUAL STRIPING 
 
As shown  in Exhibit 12, the conceptual  striping depicts Ridgecrest Road as a 4‐Lane Undivided Roadway. 
There are two through lanes in each direction along on the road. There will be a dedicated left turn pocket 
for cars to turn into one of the project driveways.  
 

10.3  SITE DISTANCE ANALYSIS 
 
A sight distance analysis for the proposed project driveway has been prepared based on the “stopping sight 
distance” requirements determined by Topic 201 and Table 201.1 of the Caltrans Highway Design Manual 
(HDM),  last edition. Table 17 shows the minimum stopping sight distances based on the design speed, as 
displayed in Table 201.1 of the HDM. 
 

Table 17:  
Stopping Sight Distance  

Design Speed (mph)  Stopping Sight Distance (ft) 

25  150 

30  200 

35  250 

40  300 

45  360 

50  430 

55  500 

        Source:  Table  201.1,  Highway  Design  Manual  (July  2,  2018) 
        Note: mph = miles per hour; ft = feet 

 
In  this analysis,  the movements being analyzed at  the Ridgecrest Road/Project Driveway  intersection are 
movements from the exiting vehicles onto Ridgecrest Road. Based on the posted speed limit of 55 miles per 
hour on Ridgecrest Road, a stopping sight distance of 500 feet is required per HDM standards. 
 
Exhibit 13A and Exhibit 13B display the sight distance conditions at the project driveway in relation to the 
proposed sidewalk and striping on Ridgecrest Road. The exhibit shows the required 15‐foot setback from the 
edge of travel way and the 500‐feet of sight distance required based on the 55 mph speed limit. 
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As shown in Exhibit 13A and Exhibit 13B, the stopping sight distance requirements would be impaired by any 
permanent obstructions along Ridgecrest Road immediately north and south of the project driveway.  It is 
recommended that any permanent obstructions over a height of 30‐inches shall not be installed in the sight 
triangle as seen in the exhibits. 
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11.0  MITIGATION AND FAIR SHARE                 
 
The proposed project will  contribute  to  the  cost  of off‐site  improvements  through payments  to  the City 
and/or County adopted traffic impact fee program. 
 
The City Engineer will ultimately determine the improvements required at off‐site intersections. 
 

11.1  MITIGATION MEASURES 
 
The  traffic  study  was  conducted  to  identify  any  anticipated  deficiencies  that  the  proposed  project may 
contribute  to.  Roadway  improvements  have  been  identified  that  will  reduce  operational  deficiencies 
throughout the proposed study area.  
 

11.2  FAIR SHARE CALCULATIONS     
 
Transportation improvements throughout the City of Victorville are funded through a combination of direct 

project mitigation, faire share contributions, or development impact fee programs. The project’s contribution 

to  the  aforementioned  transportation  improvement  funding mechanisms  or  as  a  fair  share  contribution 

towards a cumulatively impacted facility should be considered sufficient to address the project’s fair share 

towards mitigation measure(s)  designed  to  alleviate  cumulative  project  impacts.  Table  18  calculates  the 

proposed project’s fair share percentage at impacted intersections. 

 

Table 18: 

Fair Share Calculations 

Intersection 
Baseline AM & 
PM Peak Hour 
Volume (A) 

Opening Year AM & PM Peak Hour  Future Year AM & PM Peak Hour 

Total 
Volume 
(B) 

Project 
Volume 
(C) 

Fair Share 
(C) / (B‐A) 

Total 
Volume 
(B) 

Project 
Volume 
(C) 

Fair Share  
(C) / (B‐A) 

#1 – Ridgecrest Rd / 
Bear Valley Rd 

11,466  11,996  69  13.02%  15,115  69  1.89% 
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